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Our best-selling OPERA model now comes with 100 watts more

power for even greater dynamic range. That makes it the model 

of choice for applications demanding punchy low end without an  

added subwoofer.

OPERA 602 D
Entering a new sonic dimension.

Equipped with 600 W/RMS, a high-quality neodymium woofer for 

tight, articulate bass response, and a top-notch neodymium driver 

with a 1.4“ titanium cone, the OPERA 602D taps a new dimension in 

compact yet affordable active speakers.

The OPERA 605 D cab has a lot going for it - a 600-watt digipro® 

power amp, a muscular 15“ neodymium woofer for punchy low-end 

response, a premium-grade neodymium driver with a 1.4 titanium 

voice coil for crystal-clear top end, an integrated DSP, and a switched-

mode power supply. It is not only the flagship of the OPERA DIGITAL 

series, but also the top model in this entire class of enclosures.

OPERA 610 D
High-End Power.

The impressive punchy low end of this speaker at high sound pressure 

levels, compared to its size and weight of less than 10 kg; presents 

a record breaking bench mark in the class of compact full range 

loudspeakers. Due to the 600W/RMS digipro® digital power amp, 

high class neodymium components and the 24bit sound processor, 

the Opera 610 D offers high end sound reproduction for demanding 

musicians and DJs.

OPERA 605 D
Why not have it all.

OPERA 405 D
The top seller in top form.

_ 15“ woofer

_ 1“ compr. driver

_ 80/65°x60°asym. CD horn

_ 300 + 100 W/RMS digipro®

_ 58 – 19000 Hz (+/-3dB)

_ Max. SPL: 129 dB

_ 24bit 48 kHz DSP

_ Line/ Mic input/ XLR/jack

_ Multifunctional housing

_ Weight: 14.5 kg

_ Dimensions (WxHxD):

 432 x 655 x 353mm
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s _ 10“neodym woofer

_ 1“ neodym compr. driver

_ 80/65°x60°asym. CD horn

_ 400 + 200 W/RMS digipro®

_ 60 – 20.000 Hz (-10dB)

_ Max. SPL: 128 dB

_ 24 bit 48 kHz DSP

_ Line/ Mic Input/ XLR/jack

_ Multifunctional housing

_ Weight: 9.9 kg

_ Dimensions (WxHxD):

 343 x 553 x 304mm
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s _ 12“neodym woofer

_ 1“ neodym compr. driver

_ 80/65°x60°asym. CD horn

_ 400 + 200 W/RMS digipro®

_ 68 – 19000 Hz (+/-3dB)

_ Max. SPL: 129 dB

_ 24 bit 48 kHz DSP

_ Line/ Mic input/ XLR/jack

_ Multifunctional housing

_ Weight: 12.4 kg

_ Dimensions (WxHxD):

 432 x 655 x 353mm
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s _ 15“neodym woofer

_ 1“ neodym compr. driver

_ 80/65°x60°asym. CD horn

_ 400 + 200 W/RMS digipro®

_ 58 – 19000 Hz (+/-3dB)

_ Max. SPL: 130 dB

_ 24 bit 48 kHz DSP

_ Line/ Mic input/ XLR/jack

_ Multifunctional housing

_ Weight: 12.9 kg

_ Dimensions (WxHxD):

 432 x 655 x 353mm
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OPERADIGITAL Advanced Active Technology


